
Test Procedure for L1_Cal Wiener PS/Crate Combo Units

Date completed
1.Install connector protection panels on front and back of supply. 2.11.05
2.Set testing limits via front panel. 2.11.05
3.Connect load to PS. 2.11.05
4.Record V/I/time per time table. 2.11.05
5.Record Current trip levels. 2.11.05
6.Set operating limits via CAN bus. 2.11.05
7.Record Serial #. Assign Crate #. 2.11.05
8.Record Voltage trip levels. 2.11.05
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L1_Cal Tesing Parameters : Wiener UEP6021 for VMEx64

Testing Limits
Supply U0:2-7V/115A U1:2-7V/30A U3:2-7V/115A U5:-(2-7)V/30A

Ilim 115A 30A 115A 30A
Imax 110A 27A 110A 27A
Set load 100A 25A 100A 25A
OVP 6.25V 6.25V 3.5V 6.25V
Umax 5.5V 5.5V 3.5V -5.5V
Unom 5V 5V 3.3V -5V
Umin 4.5V 4.5V 3V -4.5V

Time     V    |     I     V    |     I    V    |     I    V    |     I Fan Time PS Time
(t0)  4.99   | 101  5.01   |  25  3.3   |  101  5.02  |  25 0 2.7
(t0+15m)  4.99   | 101  5.01   |  25  3.31  |  101  5.02  |  25 0.3 3
(t0+30m)  4.99   | 101  5.01   |  25  3.31  |  101  5.02  |  25 0.6 3.3
(t0+45m)  4.99   | 101  5.01   |  25  3.31  |  101  5.02  |  25 1.1 3.8
(t0+1h)  4.99   | 101  5.01   |  25  3.31  |  101  5.02  |  25 2 4.7
(t0+2h)  4.99   | 101  5.01   |  25  3.31  |  101  5.02  |  25 3.1 5.8
(t0+3h)  4.99   | 101  5.01   |  25  3.31  |  101  5.02  |  25 4 6.7
(t0+4h)  4.99   | 101  5.01   |  25  3.31  |  101  5.02  |  25 5 7.9

Date tested: 2.09.05 Name: Cherry

Operating Limits
Ilim 90A 25A 100A 20A
Imax 80A 20A 90A 15A
Trip Current 80.3 20.2 90.7 15.2

Operating I 68A 12.3A 80A   (80.9) 9.6A

Umax 5.25V 5.25V 3.5V 5.25V
Trip Voltage 5.25 5.28 3.42 5.29

Unom 5V 5V 3.3V 5V

Umin 4.75V 4.75V 3V 4.75V
Trip Voltage 4.74 4.74 2.9 4.74
Crate temp: 26 C 3 fans Set 3000
Serial #: 51960009 Crate Address: 2
Date Set: 2.11.05 CAN Operator: L. Bagby
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Problems/Observations/Notes:
AC Main I: 13.63A
U3 trips at 90.7A per readback, load displays 89.75, linear response.
CAN readback Load display delta

80.6 80.06 0.54
85.9 85.08 0.82

90 89.05 0.95
90.7 89.75 0.95

CAN readback vs Load display for U3
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